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! Product Features

Deep Cycle Long Life Series 400~600 Cycle Times @100%DOD

Carbon Fiber Rare-earth alloy
+10%
Capacity
=D +15% +50%
v W Improve the content and utilization . . .
E&?}:gtﬂal of active substance. Direct Bar- Discharge Power Grid Corrosion
welding Positive Carbon Fiber Rare-earth patent alloy

6-EVF-60

B Product Applications

i des &% Jad

Kid's Electric Bike Electric Motorcycle  E-scooter Electric Tricycle  Wheelchair Sweeper

B Physical Specification

DimenSions (mm/inCh) Weight (kg/IbS)

Length Width Height Total Height

ABS UL94-HB
6-EVF-60 16.0/35.3 13 (Optional: FR ABS UL94-V0)

229/9.02 138.5/5.45 211/8.31 216/8.50

I Product Specifications

Nominal Voltage |Rated Capacity 25°C/77°C| Operating Temp.Range

Capacity vs Storage Time

60Ah 20hr Rate (1.80V/cell) Discharge: -15~50°C (5~122°F) 40°C (104°F): 106%
Three months : 90%
53Ah 10hr Rate (1.75V/cell) Charge: 0~40°C (32~104°F) 25°C (77°F): 100%
2v Six months : 80%
49Ah 5hr Rate (1.75V/cell) Storage: -15~40°C (5~104°F) 0°C (32°F): 85%
Nine months : 60%
46Ah 3hr Rate (1.75V/cell) Optimum: 25+3°C (77+5°F) -15°C (5°F): 72%

I Constant Current Discharge (A)@25°C (77°F)

|

1.85V/ce

611 435 349 20.0 142 136 932 7.96 617 5.07 2.90
1.80V/cell 633 44.8 36.0 206 14.8 n7 9.69 826 634 519 3.00
1.75V/cell 65.0 465 373 219 153 12 9.89 8.42 6.52 529 3.06
1.70V/cell 66.6 477 386 223 15.7 126 103 8.86 6.67 5.43 313
1.68V/cell 67.9 492 40.0 225 159 127 106 8.90 6.83 553 315
1.60V/cell 69.8 50.7 408 233 16.4 13.0 10.8 918 7.01 573 318

B Constant Power Discharge (W/cell)@25°C (77°F)

1.85V/cell 85.7 69.0 39.8 286 22.9 18.8 16.1 125 10.3 591
1.80V/cell 123 87.9 70.9 410 295 234 19.4 16.6 12.8 10.5 6.08
1.75V/cell 126 90.9 733 435 305 242 19.8 16.9 13,1 10.7 618
1.70V/cell 128 926 75.4 439 310 249 206 17.7 133 10.9 6.29
1.68V/cell 130 94.9 77.6 44.] 312 25.0 209 17.6 13.6 11.0 6.30
1.60V/cell 132 97.0 784 452 32.0 255 212 18.0 13.8 1.3 634
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B Battery Dimensions(mm)
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. Electrical Characteristics

Discharging Characteristics@25°C(77°F) Charging Characteristics (25°C)
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I Usage and Maintenance

Limited Current Limited Voltage Limited Voltage

14.75~14.85V@25 °C (77 °F ) 13.7~13.9V@25°C(77°F)

Limited current: <0.2C3A Temp.Coefficient: -24mV/°C Temp.Coefficient:-18mV/°C
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